
Sealed lead-acid battery

Model: EPL 17 - 12

Internal resistance @ fully charge battery
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Capacity retention
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Container material

Terminal

Terminal hardware initial torque

Bolt fastened terminal

Not restricted for air, surface and water transport. Classified as non-
hazardous material (

)
IATA/ICAO Special Provision A67, DOT-CFR Title 49

parts 171-189, IMDG amendment 27
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F.V. - Final voltage

**) - Flame-retardant
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• Constant current (Current [A], 25[ C] / 77 )
o

[ F]
o

• Constant power / 77[ F]
o

(Power [W/cell], 25[ C] )
o
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17 Ah / C

6
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166,0 mm
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49,91          36,65            29,31         17,19           11,33           9,87           5,383           3,322           2,461          1,919          1,591
58,81          39,70            30,69         17,85           11,71         10,16           5,514           3,381           2,497          1,947          1,615
62,39          41,14            31,62         18,24           11,93         10,34           5,590           3,412           2,519          1,964          1,623
65,32          42,11            32,36         18,50           12,08         10,49           5,650           3,438           2,532          1,973          1,628
67,25          42,95            32,98         18,69           12,19         10,59           5,694           3,445           2,532          1,973          1,628
69,91          43,81            33,64         18,87           12,31         10,69           5,740           3,455           2,532          1,973          1,628

92,3            69,3             56,1            33,8            22,4             19,5            10,7              6,6              4,9              3,8               3,1
106,8            75,1             58,8            35,1            23,1             20,1            11,0              6,7              5,0              3,9               3,2
113,3            77,8             60,6            35,8            23,6             20,5            11,1              6,8              5,0              3,9               3,2
118,6            79,7             62,0            36,3            23,9             20,8            11,3              6,8              5,0              3,9               3,2
122,1            81,3             63,2            36,7            24,1             21,0            11,3              6,8              5,0              3,9               3,2
127,0            82,9             64,4            37,1            24,3             21,2            11,4              6,9              5,0              3,9               3,2

over 15 years

design life

EPL type batteries are made in AGM technology and are constructed by plates,separators, safety
valves and a container. Since the electrolyte is held by a glass-mat separator and plates, the
batteries can be used in any chosen position without the risk of leakage. EPL type batteries have a
pressure relief valves that allows safe dispersal of any excess pressure inside the cell (VRLA).EPL
batteries are characterized by a longer design life which, according to Eurobat, is 15+ years. Due to
their advantages such as being well sealed ,maintenance free and having a low internal resistance
and long term storage, EPLbatteries have been chosen for the base of emergency power supplying.
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uninterruptible power supplies
(UPS)
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cash registers and fiscal printers
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solar powered systems
golf-carts, wheelchairs
medical, laboratory equipment
m

measuring devices
fishing lights

obile and portable equipment –
cycle use

www.europower.eu

*) - According to Eurobat (Very Long Life group)



Battery self discharge characteristics

Battery life characteristics of standby use Battery life characteristics of cycle use

Discharge
current

[A]

Final discharge
voltage
[V/cell]

1.75              1.70                   1.55               1.30

Battery discharge current and final discharge voltage

EPL 17 - 12

*) - CapacityC

Date of issue: 07.04.2003; change date of change: 02.06.2016number: 5;

Battery charging characteristics for the standby use Battery charging characteristics for the cycle use
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